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Please read this user’s manual thoroughly before using. 

Keep this manual handy for further reference. 
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Dear Consumers: 

Thank you very much for purchasing our products. In order ensure your safety and achieve the best out of 

this Cooler, pls read this instruction carefully. 

Ⅰ、Details of Product 

1. It uses quality, effective and hermetic compressor with broad rang of starting voltage, suitable ambient 

temperature: not higher than 38℃, reasonable matching of the showcase system guarantees its powerful 

refrigerant ability and energy saving. 

2. Goods stored can be displayed clearly through the door made from luxurious hollow glass. 

3. The thermal insulation layer of the showcase made from hard polyurethane foamed plastics makes it be 

light and good ability to keep the contents cold. 
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Ⅱ、Caution for Safety 

1. The Range of operating voltage: 187~242V. In order to avoid damaging the electrical performance of the 

compressor, please equip with a Voltage Stabiliser appliance of power not less than 500w, to protect the 

Cooler when the voltage is lower than 187V or higher than 242V. 

2. Individual single-phase socket must be used. It should be reliably connected to a grounding wire. Caution: 

The grounding wire is not allowed to connect to a water pipe or a gas pipe. 

3. Strong base, strong acid, organic solvent and corrosive goods or those are easy to pollute to food are 

prohibited storing in the showcase; otherwise, it can cause corrosiveness or accident. 

4. Don’t raise the showcase or the shell of the electric parts, or it will cause the decline in insulation and cause 

corrosion. 

5. When the showcase will be out of use for a long time, disconnect the power first, then clean it. Please 

examine the circuit whether it is ok before reuse. 

 

Ⅲ、Caution for Using 

1. Unpack all packages before using the showcase. Don’t Bend it over more than 60°, while moving it. 

2. The showcase should be installed in the environment of good ventilation, Cool and dry and without 

corrosive gas. It should not be installed close to heat sources or directly under the sunlight. The space more 

than 10cm between the wall of the front and the back of the showcase should be allowed. When installing, 

the universal wheels should be padded well. So as to make the showcase be level and stable, or it will cause 

vibration and too much noise. 

3. When initial operation, the refrigerator should run emptily about one hour before storing food in it. 

4. The thermostat could adjust the temperature inside the showcase. When you turn the knob in clockwise. The 

bigger the figure, the lower the temperature. Generally, the position of ‘3-4’ is suitable.’0’ position stand for 

stopping operation.’6’position will be operating continually. 

5. To save energy, the door should not be frequently opened for left open for a long time. 

6. The surface and the inside of the showcase should be dry and clean. Long term moisture with cause the 

showcase rust slowly. (There will be some stains on the surface.) 

7. Periodical cleaning is suggested for your reference. Generally, 30-45 days once is best. When cleaning, it is 

best to wipe the inside and the surface of the showcase with the soft cloth with neutral soap or detergent. 

Caution: To ensure safety, the power plug must be pulled out before cleaning. 

 

 

 

 

 

 

 



DK 
Adgang til professionel reparation, såsom internetsider, adresser, 
kontaktoplysninger 
 
Model nr: KK 381 
 
Liste over eftersalgsservicestationer: 

Adresse Scandomestic A/S 

Kontaktnummer 7242 5571 

Hjemmeside Scandomestic.dk 

QR-kode 406249 

Relevante oplysninger til bestilling af 
reservedele direkte eller gennem andre 
kanaler leveret af producenten, importøren 
eller en autoriseret repræsentant;  

Scandomestic A/S 

Den mindste periode, i hvilken reservedele, 
der er nødvendige til reparation af apparatet, 
er tilgængelige; 

8 år 

Instruktioner til hvor man finder 
modeloplysningerne i produktdatabasen, som 
defineret i forordning (EU) 2019/2024 ved 
hjælp af et weblink, der linker til 
modelinformationen, lagret i 
produktdatabasen, eller et link til 
produktdatabasen og information om hvordan 
man finder modelidentifikatoren på 
produktet.) 

www.scandomestic.dk 

Bemærk: Adressen eller kontaktnummeret på servicestationen kan ændres 
uden forudgående varsel. Bekræft venligst, om servicestationen er direkte 
tilknyttet vores selskab, når du opsøger tjenester. 
 
 
 

UK 
Access to professional repair, such as internet webpages, addresses, contact 
details. 
 
Model no: KK 381 
 
Aftersales service station list: 

Address Scandomestic A/S 

Contact Number 7242 5571 

Website Scandomestic.dk 

QR code 406249 

Relevant information for ordering spare parts, 
directly or through other channels provided 
by the manufacturer, importer or authorised 
representative; 

Scandomestic A/S 

The minimum period during which spare 
parts, necessary for the repair of the 
appliance, are available; 

8 years 

Instruction on how to find the model 
information in the product database, as 
defined in Regulation (EU) 2019/2024 by 
means of a weblink that links to the model 
information as stored in the product database 
or a link to the product database and 
information on how to find the model 
identifier on the product.) 

www.scandomestic.dk 

Note: The address or contact phone number of the service site is subject to 
change without prior notice. Please confirm whether the service station is a 
directly affiliated one of our company when requiring services. 
 

DE 
Zugang zu professioneller Reparatur, wie z.B. Internet-Seiten, Adressen, 
Kontaktdaten. 
 
Modell Nr: KK 381 
 
Liste der Kundendienststellen: 

Adresse Scandomestic A/S 

Kontakt-Nummer 7242 5571 

Webseite Scandomestic.dk 

QR-Code 406249 

Relevante Informationen für die Bestellung von 
Ersatzteilen, direkt oder über andere Kanäle, 
die vom Hersteller, Importeur oder 
Bevollmächtigten zur Verfügung gestellt 
werden; 

Scandomestic A/S 

Der Mindestzeitraum, in dem Ersatzteile, die 
für die Reparatur des Geräts erforderlich sind, 
zur Verfügung stehen; 

8 Jahre 

Anleitung zum Ermitteln der 
Modellinformationen in der Produktdatenbank, 
wie in der Verordnung (EU) 2019/2024 
definiert, mittels eines Weblinks, der auf die in 
der Produktdatenbank gespeicherten 
Modellinformationen verweist, oder eines Links 
zur Produktdatenbank und Informationen 
darüber, wie die Modellkennzeichnung auf dem 
Produkt zu finden ist.) 

www.scandomestic.dk 

Hinweis: Die Adresse oder Kontakttelefonnummer der Service-Website kann 
ohne vorherige Ankündigung geändert werden. Bitte bestätigen Sie, ob es 
sich bei der Servicestation um eine direkt mit unserem Unternehmen 
verbundene Einrichtung handelt, wenn Sie Dienstleistungen benötigen. 
 

SE 
Tillgång till professionell reparation, såsom webbsidor, adresser, 
kontaktuppgifter 
 
Modell nr: KK 381 
 
Lista över servicestationer ters 

Adress Scandomestic A/S 

Telefonnummer 7242 5571 

Hemsida Scandomestic.dk 

QR-kod 406249 

Relevant information för beställning av 
reservdelar, direkt eller via andra kanaler som 
tillhandahålls av tillverkaren, importören eller 
auktoriserade representanten; 

Scandomestic A/S 

Den minimiperiod under vilken reservdelar som 
är nödvändiga för reparation av apparaten är 
tillgängliga. 

8 år 

Instruktioner om hur man hittar 
modellinformationen i produktdatabasen, 
enligt definitionen i förordning (EU) 2019/2024 
med hjälp av en webblänk som länkar till 
modellinformationen som lagrad i 
produktdatabasen eller en länk till 
produktdatabasen och information om hur man 
hittar modellidentifieraren på produkten.) 

www.scandomestic.dk 

Obs! Adressen eller kontakttelefonnumret på tjänstens webbplats kan 
ändras utan föregående meddelande. Vänligen bekräfta om servicestationen 
är en direkt ansluten till vårt företag när du behöver tjänster. 
 
 


